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Architectural Hardware and Smart Solution

SMARTLOCK
& HOTEL LOCK



SMARTLOCK
High Quality

Smart Hub Router

Cloud

Guard Your Home at Hand:

SMART
TECHNOLOGY



Fingerprint

Appearance

Colors

Electric Motor

Battery

Unlock Method

Working Temp.

Users

160*160 imported FPC sensors

Spray Lacquer

Lock Size 76*420mm

Gold, Gray, Black

Fully Automatic Motor

7.4v 3000maH long ultra-long life battery

Fingerprint, card, key, app, password Fingerprint, card, key, app, password,
photograph capturing

-20~80ºC

9 groupsAdmin

Function

291 groups

doorbell, anti-theft temper, fast open, fast unlock

Fingerprint

Mobile Apps

Password

Log History Record

420m
m

76mm

Material

Door Thickness

Product Size 

Product Weight

Battery

Unlock Method

Working Temp

Users

Zinc Alloy

35-90mm

Color Gray/Black

73 x 430mm

4 KG

12000 times (18 months or above)

-20~65ºC

7.2V ~ 8.4VWorking Voltage

Function

291 groups

doorbell, anti-theft temper, fast open, fast unlock

430m
m

73mm
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Smart Lock Dows PH03S

Fingerprint

Mobile Apps

Password

HD Camera

Smart Lock Dows PH05 CAM



Power Supply

Static Current

Working Current

Quiescent Current

Administrator 

User

4.5V - 6.5V (4 pcs #7 Alkaline Battery)

Supported Phones Android 4.3 / IOS 7.0 or above

<50mA (Battery life over than 1 year)

<200mA (Strong driving ability)

5<0UA (Strong driving ability)

9 group

300 group (Include fingerprint, card, password)

FAR <0.001%

35 - 50mmDoor Thickness

<1.0%FRR

Panel Size : L 250*W 60* H 21mmPanel Size

Power Supply

Static Current

Administrator

Users

Working Humidity

Working Temp4.5V - 6.5V (4 Pcs # 7 batteries)

Supported Phones Android 4.3 / IOS 7.0 or above

<50mA (Battery life over 1 year)

9 Group

300 Group (Inc. fingerprint, pass, card)

5% - 95% RH

-25ºC - 65ºC

FAR <0.00004%

35-50mmDoor Thickness

<0.15%FRR

37
0m

m

75mm

60mm

25
0m

m

Fingerprint

Mobile Apps

Password

Log History Record
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Fingerprint

Mobile Apps

Password

Log History Record

Smart Lock Dows SL 8025 F Smart Lock Dows SL 8310 T



Material

Mortise

Capacity

Power Supply

Working Humidity

Working Temp

Door Thickness

304 Stainless Steel Material

Function APP , password.  Password  Card  Mechanical key

ANSI Standard Mortise

Fingerprints: 120, Cards:200, Passwords: 150

9V (4EA 1.5V ‘AA’ Size Alkaline Battery)

20% - 90% RH

-10ºC - 60ºC

Color Silver, Gold, Bronze, Red, Black

32 - 50mm

Power Supply

Static Current

Administrator

Users

Working Humidity

Working Temp

4.5V - 6.5V (4 Pcs # 7 batteries)

Supported Phones Android 4.3 / IOS 7.0 or above

<50mA (Battery life over 1 year)

9 Group

300 Group (Inc. fingerprint, pass, card)

5% - 95% RH

-25ºC - 65ºC

FAR <0.00004%

Material Aluminium Alloy

35-50mmDoor Thickness

<0.15%FRR

60mm

16
3m

m

100m
m

133mm

48mm

30
0m

m

Fingerprint

Mobile Apps

Password

Log History Record
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Fingerprint

Mobile Apps

Password

For Alumunium Door

Smart Lock Dows SL 8311 T Smart Lock Dows SL 8320 TT



TCP / IP

TCP / IP

TCP / IP

TCP / IP

Send Command

Access Database

Return Command

Send Com
m

and

Return Com
m

and

Client 1 Client 3

Locking SystemServerPMS Server

Client 2

Encoder

Encoder

Encoder

DOWS PMS Network Topology :

HOTEL LOCK
High Quality

SMART
TECHNOLOGY
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Hotel Lock HL0001 - Mifare Hotel Lock HL0002 - Mifare

75mm

145mm

28
0 

m
m

100 m
m

80 m
m

LCD Screen

Superior Material

Elegant screen hotel door lock

SUS 304 Stainless Steel, 2.0mm

High Security Lock Core
The USA standard 5 latches, inside handle 

retracts latches and deadbolt

Dimension

Application

Material

Mortise

Keycard Type

Power Supply

Working Humidity

Working Temp

Opening Records

Door Thickness

Certificates

Key Features

280mm x 75mm x 22mm

Hotel, Resort, Apartement, Dormitory,
Guesthouse, etc

304 Stainless Steel, 2.0mm

ANSI Standard Mortise

Mifare 1K (S50)

4pcs AA Alkaline Batteries, 12-18 Months

20% - 90% RH

-50ºC - 60ºC

250pcs saving in lock, 210pcs
can be downloaded and read

32 - 55mm

CE, FCC, ANSI/BHMA A156 UL, Fidelio/OPERA

Waterproof, Unique Design,
High Sensitivity (proximity
response in second with 3cm distance)

60 mm

131 mm

29
0 

m
m

100 m
m

Water Proof

Superior Material

Most outstanding Waterproof 
Hotel Locks

SUS 304 Stainless Steel, 2.0mm

Strong Durable
Passed American military ANSI/BHMA A156 

UL Test, Last more than 800,000 circles

Dimension

Application

Material

Mortise

Keycard Type

Power Supply

Working Humidity

Working Temp

Opening Records

Door Thickness

Certificates

Key Features

290mm x 60mm x 25.8mm

Hotel, Resort, Apartement, Dormitory,
Guesthouse, etc

304 Stainless Steel, 2.0mm

ANSI Standard Mortise

Mifare 1K (S50)

4pcs AA Alkaline Batteries, 12-18 Months

20% - 90% RH

-50ºC - 60ºC

250pcs saving in lock, 210pcs
can be downloaded and read

32 - 55mm

CE, FCC, ANSI/BHMA A156 UL, Fidelio/OPERA

Waterproof, Unique Design,
High Sensitivity (proximity
response in second with 3cm distance)



40 mm

125 mm

28
0 

m
m

Perfect Secure
360º All-directional guard lock and good 

ressistance to high pressure

Dimension

Application

Material

Mortise

Keycard Type

Power Supply

Working Humidity

Working Temp

Opening Records

Door Thickness

Certificates

Key Features

74x95mm + 58x131mm

Hotel, Resort, Apartement, Dormitory,
Guesthouse, etc

304 Stainless Steel, 2.0mm

ANSI Standard Mortise

Mifare 1K (S50)

4pcs AA Alkaline Batteries, 12-18 Months

20% - 90% RH

-50ºC - 60ºC

250pcs saving in lock, 210pcs
can be downloaded and read

32 - 55mm

CE, FCC, ANSI/BHMA A156 UL, Fidelio/OPERA

Waterproof, Unique Design,
High Sensitivity (proximity
response in second with 3cm distance)
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Hotel Lock HL0005 - Mifare Hotel Lock HL0006 - Mifare

Superior Material
SUS 304 Stainless Steel, 2.0mm

Water Proof

Superior Material

Most outstanding Waterproof 
Hotel Locks

SUS 304 Stainless Steel, 2.0mm

74 mm

131 mm

95 m
m

58
 m

m

Water Proof
Most outstanding Waterproof 

Hotel Locks

External Panel

Application

Material

Keycard Type

Power Supply

Working Humidity

Power Consumption

Opening Records

Door Thickness

280mm x 40mm x 13mm

Hotel, Guesthouse, Parking, Sauna Room, etc

Stainless Steel, Moisture Proof, Fire Retardant

RF Temic card,Mifare 1 card,Ultra-light card

DC6V or 4 AAA Alkaline batteries

20%~90%

Static Load<20Ua Dynamic Load 100~150Ma

220 pcs opening diary

32 - 70mm

Mortise ANSI Standard 5 latch lock mortise

Fire Retardant
High quality fire resistant, very stable and 

reliable



DOWS L60

DOWS DB25

Locker Lock

Reading distance about 3 - 5cm

Time delay unlocking 5 seconds

Power Supply: 4 AAA Batteries

Antistatic - Air Discharge 15KV, Contact discharge 8KV

Enable to set alarm for abnormally opening the lock

Panel material:Acrylic/Tempered glass

Personalized hotel sign, display the hight grade of hotel, logo 

area region there was a light to show ( customizedle color logo)

Service life: Touch unlimited use

Relay contacts 100,000 times

Bottom box installation: 86 bottom box

Door Bell

Max Voltage

Working Temperature

Size 

Application

Working Humidity

16A

Max Current 250V

141 x 238 x 38mm

Hotel/School/Hospital/Office/Home

15% - 85% RH

-20ºC - 70ºC

0101
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Hotel Lock HL0007 - Mifare

Superior Material
SUS 304 Stainless Steel, 2.0mm

Water Proof
Most outstanding Waterproof 

Hotel Locks

36 mm

50 mm

28
5 

m
m

Split Design
Unique and elegant design for Hotel Locks

Dimension

Application

Material

Mortise

Keycard Type

Power Supply

Working Humidity

Working Temp

Opening Records

Door Thickness

Certificates

95mm x 62mm x 26.8mm

Hotel, Resort, Apartement, Dormitory,
Guesthouse, etc

304 Stainless Steel, 2.0mm

ANSI Standard Mortise

Mifare 1K (S50)

4pcs AA Alkaline Batteries, 12-18 Months

20% - 90% RH

-50ºC - 60ºC

250 pcs saving in lock, 210 pcs
can be donwloaded and read

32 - 55mm

CE, FCC, ANSI/BHMA A156 UL, Fidelio/OPERA



Automatic Sliding Door Lock Dows AD 250

Technical Parameter

Product Feature

Accesories

MAX Door Weight (Single) : 125kg*1

MAX Door Weight (Double) : 125kg*2

Door Leaf Length : 600-2100mm

Opening Speed : 15-50cm/s (Adjustable)

Closing Speed : 13-50cm/s (Adjustable)

Motor : DC 24V Brushless motor

Holding Time : 0-10S (Adjustable)

Power Supply : AC90-220V 50/60HZ

Temperature : -20°C - +50°C

Microcomputer inteligent control and advanced machinery manufacturing.

Automatic detection of door leaf operation status, can be adjusted manually

Brushless DC motor, quiet, long service life

Double door interlock, with electronic lock function, supporting a variety of 

access control system

Controller Motor Sensor

Hanger Remote Control Tensioner

Timing Belt Terminal Lock Limiter

Belt Bracket Glass Guide Glass Clamp
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